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Transtecno is a gearbox manufacturer based in the heart of the Italian Gearbox region. Much of 
Transtecno’s production and product development is carried out at their Bologna Headquarters, 
with the majority of production being carried out in the Transtecno owned and managed factory in 
China. 

The Transtecno product line is complete offering gearboxes in all popular configurations in alu-
minium and cast iron up to 3500 Nm. For increased output torque see our Watt Drive range up to 
35,000 Nm. 

We are able to offer a high level of product interchangeability with all the common manufacturers 
and have an ideal product line for both the aftermarket and OEM machine and plant builders. 
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Common Kits 

Wormgearmotors CM 

The high degree of modularity is a design feature of CM 
and CMP wormgearmotors range thanks to a wide selec-
tion of input and output kits.  

Die-cast aluminium housing on sizes 026, 030, 040, 050, 
063, 070, 075, 090 and 110. Cast iron housing on size 
130 

PN 0.06 – 7.5 Kw M2 15-1050Nm i 5-100 

Helical Bevel Gearmotors CMB 

The high degree of modularity of CMB helical bevel gear-
motors allows it to be completely interchangeable with CM 
wormgearboxes. 
It is possible to set up the version required using output 
flanges, output shafts and optional torque arms.   

Pn 0.06 - 4Kw M2 40 - 500Nm i 6.2 - 221.9 

Helical in-line gearmotors CMG 

The high degree of modularity is a design feature of CMG 
helical in-line speed reducers and geared motors range. It 
is possible to set up the version required using flanges or 
feet.   

Pn 0.06 - 4Kw M2 40 - 500Nm i 3.7 -  398.3 
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Wormgearmotors CMP 

The high degree of modularity is a design feature of CM 
and CMP wormgearmotors range thanks to a wide selec-
tion of input and output kits.  

Die-cast aluminium housing on sizes 026, 030, 040, 050, 
063, 070, 075, 090 and 110. Cast iron housing on size 
130 

PN 0.6 – 1.1 Kw M2 16— 1024Nm i 60 - 300 

Wormgearmotors CMM 

Die-cast aluminium housing on sizes 026, 030, 040, 050, 
063, 070, 075, 090 and 110. Cast iron housing on size 
130; 

Pn 0.06 - 1.85Kw M2 18 - 2450Nm i 75 - 3600 

Helical Parallel gearmotors ATS 

The high degree of modularity is a design feature of ATS 
helical parallel range. It is possible to set up the version 
required by using input and output kits.  

Pn 0.12 - 4Kw M2 200 - 600Nm i 5.7 -  376.2 
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Helical Inline Gearmotors ITH 

The ITH gearmotors are for industrial applications with 
particularly heavy loads. Their robust cast iron housings 
and highly modular different input and output kits mean 
they are suited to all types of application. 

 
The ITH helical gearbox series consists of 4 sizes: ITH 
112/3 – ITH 122/3 – ITH 132/3 – ITH 142/3. Transmittable 
torques are: 700 Nm, 1000 Nm, 1800 Nm and 3500 Nm, 
respectively.  

Pn 0.25 – 30 Kw M2 350 - 3500 Nm i 5.03 - 280.29 

Helical Bevel Gearmotors ITB 

The ITB gearmotors are for industrial applications with 
particularly heavy loads. Their robust cast iron housings 
and highly modular different input and output kits mean 
they are suited to all types of application. 

 
The ITB bevel helical gearbox series consists of 3 sizes: 
ITB 423 – ITB 433 – ITB 443. Transmittable torques are: 
950 Nm, 1800 Nm, and 3500 Nm respectively.  

Pn 0.55 - 22Kw M2 500 - 3500Nm i 7.34 - 179.16 

Helical Parallel Gearmotors ITS 

The ITS gearmotors are for industrial applications with     
particularly heavy loads. Their robust cast iron housings and 
highly modular different input and output kits mean they are 
suited to all types of application. 
The ITS shaft-mounted gearbox series is made with two 
types of frame.  

 
They are universal, with foot and side flat gasket ring on one 
side only, or pendant, without feet and with side flat gasket 
ring on one side only. 

 
3 sizes: ITS 922/3 – ITS 932/3 – ITS 942/3. Transmittable 
torques are: 1100 Nm, 1700 Nm and 3200 Nm respectively.  

Pn 0.25 - 22Kw M2 500 - 3200Nm i 5.66 -  405.42 
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SPECIFIC RANGES 

The Poultry&PigTecno gearmotors range has 
been specifically designed for farm equipment.            
Gearmotors have been made up by combining 
AC electric motors and single stage helical   
gearboxes with aluminium housing. 
 
A low cost solution , with a high degree of               
customization. A wide selection of input/output 
flanges and shafts is available in order to satisfy    
customers specific demands.  

SolarTecno is a product line dedicated to the 

movement of solar trackers and concentrators, 

made up of solar panels or concentrator panels. 

The slew ring which supports and moves the   

mobile part is driven by Transtecno gearmotors.  

The motors we recommend are either three 

phase or single phase AC motors or 12/24V DC 

motors from the EC range. Both can be        

combined with the FT146 shaft mounted      

gearbox. Planetary gearmotors from the P or 

ECP range,    wormgearmotors with prestage 

from the CMP or ECMP range along with all the 

other solutions on our website are also available. 



SPECIFIC RANGES 

The FireTecno range has been designed for 

the biomass (pellet, corn, etc) boiler sector in 

the renewable energy field. There are 4 types 

of gearboxes and 3 types of motors available 

in the FireTecno range, all varying in           

performance and dimensions. To complete 

the range we ALU series gearboxes. 

Car –WashTecno is a product line dedicated 

to car-wash systems. The two gearbox     

ranges that make up this line are the 

wormgearbox CWT050/CWTS050 and the 

small helical     gearbox CMG002. Both    

gearbox ranges are ideal for use in car wash 

equipment. The CWT050/CWTS050 have 

been designed and produced to move the 

brushes (horizontally and vertically) in the car 

wash and the helical     gearbox is used to 

move the brushes that clean the vehicles 

wheels. 
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NOTES 
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The Watt Drive Company situated close to Vienna in Austria has been producing a quality range 

of gear motors for nearly 30 years.   

The products Include a very robust range of Helical Worm motor gearbox product up to 7.5kW 

and then increasing in size using the Bevel helical and Inline gearboxes suitable for motor    

power up to 90Kw. 

The Watt Drive product is fully complemented by the Watt Drive multi-voltage, energy efficient, 

EUSAS modular motor and is suitable for operation with a range of electronic soft start and     

invertor controls. 

All units can be fitted with brakes, backstop, forced cooling, encoders and many other options. 

The Watt drive product range is complete, the quality second to none and the service is first 
class. 

The Watt drive product is a genuine cost effective alternative to other quality gearboxes on the       
market. 
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Technical Data 

Number of sizes: 18 

Power Range: 0,12 - 55kW 

Output torque range: 23 - 14,000Nm 

Ratio: 0.8 - 13,500 

Output option: output shaft 

Assembly/mounting: uniblock, flange, 

foot 

Helical Geared Motors  

The Uniblock design—Foot and Flange execution in one place  

UNIBLOCK® design for foot and flange mounting. Gear housing  machined on all sides for universal 

application.  

Optimized gearing geometry here and in all the other models results in exceptional running        

smoothness. For special environmental conditions the gear unit can be fitted with two shaft seals.  

Technical Data 

Number of sizes: 3 

Power Range: 0,12 - 55kW 

Output torque range: 1,781 - 14,000Nm 

Ratio: 4 - 18,800 

Output option: output shaft, output shaft on both 

sides, hollow shaft, hollow shaft with shrink disc, 

agitaor drive    execution 

Assembly/mounting: uniblock, flange 

Parallel Shaft Geared Motor   

Various mounting and possible  applications by Uniblock - gear case!   

The UNIBLOCK® gear housing  machined on all sides, the  particularly stable housing and minimum       

outside dimensions enable diverse mounting options and  applications. As a result, these motors often 

form an integral part of our customers machine designs. 

High precision manufacturing and top gearing quality guarantee  minimum backlash in Watt Drive gear 

units. 
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Helical Worm Geared Motors  

Tough, compact, eye-catching!  

Due to the unique combination of optimized worm wheel material with special lubricants, optimized shape, 

this powerful motor achieves high levels of efficiency and torque. The housing machined on all sides     

enables diverse mounting options. Double chamber shaft seals are used as standard. 

The low contour design makes it suitable for implementing applications e.g. in the food industry. The    

housing has no recesses, which simplifies cleaning - a particularly essential feature for areas with       

stringent hygiene requirements.  

 
Technical Data 

Number of sizes: 6 

Power Range: 0.12 - 7.5kW 

Output torque range: 50 - 1,300Nm 

Ratio: 3 - 3,400 

Output option: output shaft, output shaft on 

both sides, hollow shaft, hollow shaft with 

shrink disc 

Assembly/mounting: uniblock, flange, torque 

arm, foot 

Helical Bevel Geared Motors 

Compact, eye-catching, unique for limited 

space issue! 

The compact and structure optimized gear 

housing of the helical bevel gears distinguish 

themselves by being machined on all sides 

and are therefore, ready for a variety of  

mounting options and applications. The unique 

motor position provides an almost flat and 

easy to mount on ”machine interface”. Various 

standard shaft executions and the double 

chamber shaft seals, developed by Watt Drive, 

are ready for use. Shaft and flange dimensions 

are equal to our helical worm gears.  

In the basic executions the gear boxes are  

designed as 2 stage gears up to the size K. 75 

(1.250Nm). The bigger gear boxes, beginning 

with the K. 77 (1.500Nm) are designed as 3 

stage gears. 

Technical Data 

Number of sizes: 11 

Power Range: 0.12 - 90kW 

Output torque range: 53 - 20,000Nm 

Ratio: 5.5 - 8,900 

Output option: output shaft, output shaft on both 

sides, hollow shaft, hollow shaft with shrink disc,  

agitaor drive execution 

Assembly/mounting: uniblock, flange, torque arm 
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Shaft Mounted Geared Motors 

The drive for conveyor technology! 

In Addition to the benefits if the parallel shaft geared motor, this is an economical model especially for 

shaft and flange mounting. 

Special double chamber shaft seals developed by Watt Drive are used as standard, as in the parallel shaft 

geared motor.   

 

Technical Data 

Number of sizes: 5 

Power Range: 0.12 - 30kW 

Output torque range: 56 - 2,800Nm 

Ratio: 2.9 - 4000 

Output option: output shaft, output shaft on 

both sides, hollow shaft, hollow shaft with 

shrink disc, agitaor drive execution  

Assembly/mounting: Support, flange  

Watt Drives most efficient combination for your applications 

The modular system motor together with the modular gear system up to 20,000Nm 



Standardized motor modules: 

 Spring loaded brake:: 

Sturdy spring-operated brake, 24VDC, 230VAC, 400VAC,  

optional: rustproof, dustproof, silenced, 

with/without hand release, manual release locking device,    

microswitch 

theater-double brake, stage brake 

 Forced cooling: 

Single phase, three phase – varying voltage (world       

voltages), galvanized or painted hood 

 Motor protection: 

Triple PTC thermistor (TF), triple thermostat (TH),  

warning/cutoff (TF-TF), warning/cutoff (TH-TH),  

PT100 

 Encoder systems: 

Incremental shaft encoder, absolute shaft encoder with SSI   

interface, Resolver, DC tacho generator 

 Special bearings: 

Insulated, reinforced, high-temperature bearings 

 Protection: 

IP56/65, canopy, tropic-proof, increased thermal            

protection, insulation system suitable for inverter operation, 

protection cap 

 Terminal box: 

MIP-Box (Multipin-Box): 

The Multipin Box is harmonized to the design of the 

WATT system motors and is available for the motor 

sizes 63-280. The new terminal box can be provided 

with up to 22 terminals as well as with a rectifier for 

electrical brakes. 

An easy and quick connection of all options of the 

modular system motor (brakes, incremental encoders, 

resolvers, external fans, anti-condensing heating and                      

thermo- elements) is possible 

 

MIG-connect system 

 

Encoder connector on the terminal box 

 Standard Painting: 

RAL 5009 

 Mechanical options: 

B3, B5, B14, B35, B34 etc., second shaft end (with 

hand wheel), fly wheel fans, back stop,... 
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NOTES 
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Drummotors and More Ltd 

Unit 48 & 50, Hayhill Industrial Estate, Barrow-Upon-Soar, Leicestershire, LE12 8LD  

T: 01509 815 607   F: 01509 816495   E: sales@drummotorsandmore.com  www.drummotorsandmore.com 


